
AMD Geode LX800

ETX Family

ET(e) modules provide the functionality of an Embedded
PC on a standard ETX-sized module. ET(e) modules are
fully compliant with the ETX specification.

ET(e) modules are plugged onto an application-specific
base board by high-density SMD connectors. The combi-
nation of a standardized CPU module and a base board
designed for the specific requirements of the application
enables a flexible, configurable system platform with
scalable CPU performance.

The design of the MSC ETE-GLX module supports the
?KB Ecmbc³ JV6..@0.9W processor with the AMD
Ecmbc³ AQ3314 Amkn_lgml Afgn, Gr amk`glcq _ pgaf
feature set with entry level PC performance and lowest 
power requirements.

For design-in and evaluation of the ET(e) modules
evaluation base boards are available which supply all
interfaces of a standard PC.

Support for Windows®XP, Windows CE® and Linux is 
available on request.

�ƒAMD® LX800@0.9W Processor (500MHz)

�ƒSocket for DDR SO-DIMM (up to 1GB)

�ƒCompactFlash Slot (Type I)

�ƒ10/100Base-T Ethernet interface

�ƒ Integrated LCD TFT graphics

�ƒ4x USB ports

�ƒ IDE port

�ƒ 2x COM ports, LPT/Floppy port

�ƒ PCI Bus, ISA Bus (Subset)

�ƒ AC«97 Audio

�ƒ RTC

�ƒ Fully ETX compliant

�ƒWindows®XP (embedded), Windows CE®

and Linux supported

Features

MSC ETE-GLX-CPU500-291000AMD �³Geode�´LX800 CPU at 500 MHz, TTL LCD
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