











MX700CN2-C10/15

VIA C7 1.0/1.5 GHz Mini ITX Main Board
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m Features

e Onboard VIA C7 1.0/1.5 GHz CPU

e \VIACN700/VT8237

e One DIMM up to1GB DDR2 400/533 SDRAM

e Integrated UniChrome Pro 3D/2D Graphics
& Video processor

e 2-CH 24-bit LVDS
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m Specifications

CPU VIA C7 1.0/1.5 GHz onboard Chipset VIA S3 UniChrome Pro Il 3D Graphic Engine
FSB 400 MHz Display Memory Shared system memory up to 128MB

BIOS Award 4 Mb Flash BIOS Max Resolution 1920 x 1440 @75Hz

System Chipset  VIA CN700/VT8237R -

1/ Chip ITE IT8712F-S Dual Display CRT +LVDS

System Memory 1 240-pin DIMM socket supports up to1 GB LVDS VIA VT1636 supports Dual-channel 24-bit LVDS

DDR2 400/533 SDRAM
H/W Status Monitor Monitoring CPU temperature, voltage, and cooling Audio
fan status. Auto throttling control when

CPU overheats Chipset VIA VT8237R
Expansion One PCl slot (PCI Rev. 2.2 compliant) AC97 Codec Realtek ALC655 5.1-CH Audio Codec
S3 S3 Support with 6W Amplifer
e Audio Interface Mic in, Line in, Line out
Mo 2XIDE, 2 SATA, X LPT,
2xRS-232, 1 xKfB, 1 x Mouse LAN 1 Realtek RTL8100CL Gigabit LAN
usB 6 x USB 2.0 ports
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» Block Diagram m Ordering information
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MX700CN2-C10

ZNOO00LXIN

VIA C7 1.0 GHz Mini ITX Motherboard with VGA,
LVDS, Audio, LAN, PCI, 2 COM,
2 SATA & 6 USB

VIA NANO BGA2

PWM/Other PR

veoRe

Clock Generator

VGA Port
North Bridge | DDR Il DIMM

— [CN700

MX700CN2-C15

VIA C7 1.5 GHz Mini ITX Motherboard
with VGA, LVDS, Audio, LAN, PCI,
2 COM, 2 SATA & 6 USB

LVDS VT1636

- IDE Primary

Secondary
USB Port x6
Serial ATA x2

Packing List of MX700CN2-C10/15

South Bridge
Realtek 81108C LaN ||| ['TE23TR — 801-VCN700-21000B2
MX700CN2-C10 Mini-ITX Motherboard x1
LPC VO ITEST12 KX GB or 801-VCN700-2100AB2
ACoTALCESS | | CIBUS MX700CN2-C15 Mini-ITX Motherboard x1
1/O Port:
| | PCI SLOTS(2master riser) BNeN 14G000002900
|TPA3005D2| Audio Port 44-pin IDE cable, IDC*3, L:500mm x1
14GS0000069V04
Cable 40P 300mm IDE YCW-11996 x1
14G000100915
SATA CABLE KIT(SATA/POWER) x1
13GS0200050K11
10 Shield for VCN700-LI10-20 x1

m Specifications

Back Panel I/O Port Mechanical & Environmental

1 x PS/2 Keyboard / 1 x PS/2 Mouse / 1 x LPT port Power Type ATX

1x VGA port/ 1 x COM port / 4 x USB 2.0/1.1 Operating Temperature  0~60°C (32~140°F)

1 x RJ45 port / Audio I/O (3 jacks) Operating Humidity 0%~90% relative humidity, non-condensing
Size (Lx W) 6.69" x 6.69" (170 mm x 170 mm)
Weight 1.1 1bs (0.5 kg)

Internal /0O Connector

*1 x USB connector supports 2 USB ports

* 1 x 20-pin ATX Power connector

* 2 x IDE connector

*1 x COM connector

* 2 x SATA connectors

* 1 x Front panel audio connector

*1 x LVDS connector

*1 x CPU Fan connector

* 1 x Chassis Fan connector
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IX700CXM
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VIA CX700M C7 1 GHz Mini ITX Motherboard

PWR

Onboard VIA
C7CPU

VIA CX700M

2xUSB

'37 Line in

Wake up on LAN/Ring Supports LAN and Ring modes (PME / RPL / WOR)

S3/84

S3 Support

SmartFan Control

Supports 3 modes in Silent / Optimal /
Performance modes

Features

e Onboard VIAC7 1 GHz CPU
e VIA CX700M
e One SO-DIMM up to1GB DDR2
400/533 SDRAM
e DVI, VGA, 18/24-bit LVDS
e Realtek ALC888 Supports 7.1/5.1+2-CH Audio
e Dual Realtek RTL8110SC Gigabit LAN
e 1 PCI, CF I/ll
e 4 COM(5V/12V), 6 USB, 2 SATAII, 1 IDE
e TPM, 8 bit DIO ,1 S/PDIF, 6W AMP

e Fanless Possible

Audio Codec

Mouse 4@ .‘E* Line out
Keyboar d 45 Mic in
VGA 4xUSB
7.1/5.1
VIACT || DVI& | | |\ps | | +2cH | [6wAMP| | TPM
onboard VGA Audio
Specifications
CPU VIA C7 1 GHz onboard Chipset Integrated VIA UniChrome Pro Il 3D/2D AGP
FSB 400 /800 MHz graphics with MPEG-2/4 and WMV9 accelerator
BIOS Award 4 MB Flash ROM BIOS Display Memory VIA 83 UniChrome Pro Il 3D Graphic Engine
System Chipset  VIA CX700M
/O Chip Winbond W83627DHG-A Shared system memory up to 128MB /O
System Memory  One 200-pin SO-DIMM socket supports up Max Resolution 1920 x 1440 @75Hz
to1 GB DDR2 400/533 SDRAM Dual Display CRT + DVI, CRT + LVDS, Single DVI+Single LVDS
Watchdog Timer  Reset: 1 sec.~255 min. and 1 sec. or 1 min./step VGA Yes
H/W Status Monitor Monitoring CPU temperature, voltage, and cooling fan LVDS Dual-channel 18/24-bit LVDS
status. Auto throttling control when CPU overheats Ty T v

- - ackligl es
Expansion One PCl slot (PCI Rev. 2.3 compliant) power connector
TPM Infineon SLB9635TT TPM onboard

DVI Yes

Realtek ALC888, 7.1 w/o Multiple Streaming
or 5.1+2 with Multiple Streaming HD Audio

Audio Interface

Mic in, Line in, Line out

Dual 6W Amp.(TPA3005D2 )

Realtek RTL8110SC Gigabit LAN

MIO 1 x EIDE, 1x LPT, 2 x SATAII, Audio Amplifer
4 x RS-232 (5V/12V), 1 x K/B, 1 x Mouse
USsB 6 x USB 2.0 ports
DI -bit DIO (4-bit in / 4-bi
[0) 8-bit DIO (4-bit in / 4-bit out) LAN 1
LAN 2
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Block Diagram Ordering information

Vi IX700CXM
CLOCK Gen. g
icsssaong dooompBoA VIA C7 1 GHz Mini ITX Motherboard
with VGA, DVI, LVDS, Audio, Dual LAN,

PCI, CF, 4 COM, 2 SATA, 6 USB & 8-bit DIO

800 /400 MHz ﬁHOST BUS

VGA
connector

533/400 MHz

DDR2 SD-DIMM

IDE Primary

CF Connector
VIA True IDE mode
LVDS
sar1_|_sre

RGB

Packing List of IX700CXM

VCX700M
FCBGA 858
801-VCX702-10000B2
USB2.0
asn [X700CXM Mini-ITX Motherboard x1
Audio :> . 14GS0000069V04
1oz Realtek ALC388 TPA3005D2 IDE 40pin ATAG6 cable x1
oreR 10 14G000100915
RTL8110SC S A(C) SATA CABLE KIT(SATA/POWER) x1
Glgablt LAN1
{Bovene it 14GS0000057V/04
Digital 1/O COM1, CoM2 COM1 CABLE 10P w/o BRACKET 26cm x2
DIO connector Pp.rgéjof;fz/i’l PS2 KB/MS
Z\v’\\; '\Cﬂontlzm 14GSOOOOO86VO4
. . onttor Print cable DB25 to 2x10P,PH=2.00mm x1
ACE FB1216DG ’
FWH
Specifications
1 x PS2 mouse port / 1 x PS2 keyboard port Power Type ATIATX
1x VGA port/ 1 x DVI port/ 2 x RS-232 (5V/12V) Operating Temperature  0~60°C (32~140°F)
2 x LAN ports / 4 x USB 2.0 ports / Audio /0 (3 jacks) Operating Humidity 0%~90% relative humidity, non-condensing
Size (L x W) 6.69" x 6.69" (170 mm x 170 mm)
Weight 0.88 Ibs (0.4 Kg)

*1 x LVDS connector

* 1 x inverter power connector

* 2 x RS-232 (5V/12V)

* 2 x SATA connectors

* 1 x Parallel port connector

*1 x USB 2.0 connector for 2 USB ports
*1 x DIO connector (4 IN/ 4 OUT)

* 1 x Amplifier connector

*1 x Front panel header

*1 x 20 pinATX power connector

* 1 x Front panel audio connector

*1 x CPU fan connector

* 1 x system fan connector
*1 x SPDIF connector

*1 x AT/ATX mode selection jumper
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